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Commonly known as “Dhan-Buoys” or

“High-Fliers”. These buoys are fitted with

a central, flexible tube for mounting of for

example a pole. The CC-series Multi-pur-

pose buoys are of seamless molded

construction and are widely used for vari-

ous marking applications.

Standard colors

CC-series
Multi-purpose Buoys

PB1-buoy
Marker Buoy

     Art.No.       Buoyancy          Length Diameter        Eye diameter        Weight

                               kg                    mm mm                      mm                     kg

       PB1            3,8 / 2,3                210 190                        10                     0,28

Lightweight, blow molded inflatable

marker buoy for inshore use.

Standard colors  
*Gross Buoyancy / Recommended maximum Load

*Gross Buoyancy / Recommended maximum Load.  Do not over-inflate!  Maximum 0.15 - 0.20 bar of pressure at 20° Celsius. 

  Art.No.          Buoyancy         Length         Diameter       Tube diameter       Weight
                                kg*                  mm                  mm                     mm                     kg

      CC2              29,0 / 17,5            430                  385                       48                      2,6

      CC3              55,0 / 33,0            500                  450                       48                      3,9

      CC4             100,0 / 60,0           590                  540                       48                      5,3

      Art.No.          Buoyancy        Length         Diameter      Eye diameter        Weight
                                    kg                 mm                 mm                    mm                     kg

         Pe3                1,6 / 1,0             208                  150                      10                     0,11

Semi hard plastic, non-inflatable marker

buoys.

Standard colors  
*Gross Buoyancy / Recommended maximum Load

Pe3-buoy
Marker Buoy

Inflation valves
The CC-series buoys are

fitted with the V-10 valve.


