REPLACING ELECTRIC HEATING ELEMENT IN
RARITAN WATER HEATERS

WARNING: Hazard of electric shock. Hazard of scalding. Heating element should
only be changed by a qualified technician.

REMOVAL:

1. Turn off power to water heater

2. Drain tank.

3. Remove rectangular cover.

4. Remove 2 wires from heating element.
5. Remove heating element.

A. Bolt-On: Remove (4) bolts with 1/2”

socket wrench. Remove rubber gasket
and clean recess.

B. Screw-In: Unscrew element with
1 1/2” socket wrench.

INSTALLATION:

1. A. Bolt-On: Clean recess and insert
new gasket.

2.A. Bolt-On: Install new element and
bolt into place, tighten bolts evenly in
a circular pattern. DO NOT overtighten
bolts and cause side of tank to deform.
1. B. Screw-In: Insert gasket onto new
-etement and screw into tank.

2. B. Screw-In: Tighten securely with

1 1/2” socket wrench.

3. Install wires on new heating element.
4, OPEN HOT WATER TAPS TO ALLOW
AIR TO ESCAPE WHILE FILLING TANK.
WHEN ALL AIR HAS ESCAPED, CLOSE
VALVES ON HOT WATER TAPS. WHEN
WATER HAS COME UP TO PRESSURE
AND PUMP HAS SHUT OFF, ELECTRIC
POWER MAY BE RESTORED.

5. Check for leaks, then replace

BLACK

HEATING ELEMENT PART NUMBERS:

# WH1A-S, Screw-In, 120 volt, 1250 Watt (post-1992)

# WH1B-S, Screw-In, 240 volt, 1250 Watt (post-1992)
#WH1A, Bolit-On, 120 volt, 1250 Watt (pre-1991)
#WH1B, Bolt-On, 240 volt, 1250 Watt, (pre-1991)

1991 was a transition year, and could contain either the

bolt-on or the screw-in heating element.
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THERMOSTAT PART NUMBER: # WH16 (universal
replacement for Raritan water heaters, all voltages and

tank sizes)
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Manual for Raritan Water Heaters available on Raritan website: www.raritaneng.com
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